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PASSIVE INFRARED SENSORS (PIR)

Passive infrared sensors are motion sensors that detect changes in the thermal background and switch ON and OFF 

the load / LED lighting.

PIR MOTION SENSOR FOR BUILDING-IN (MOUNTING IN A CONSOLE)

Adjustable time delay and ambient light threshold.

50/60Hz
FREQUENCYVOLTAGE

220V

240V

IP20
IP RATE

MAX LOAD
300W

100WC
R

DETECTION DISTANCE

max. 6m

INDOOR

 Product No. Voltage Time delay Ambient light threshold Cat. No.

 KSD22 220-240 V AC 10 sec. - 5 min. 3-2000 lx 05100

SENSOR
PIR

SENSOR

PHOTO CELL

2
WARRANTY

YEARS
SENSOR

A

L

N

L

Mounting height: 1.0 -1.8 m Detection range: 160°, max. 6 m 

1.
0 

- 1
.8

 m

6 m

160°

max. 6 m

SWITCH ON/OFF

OFFON

PIR MOTION SENSOR FOR BUILDING-IN 

Adjustable time delay

and ambient light threshold.

IP20
IP RATE

MAX LOAD
1200W

300WC
R

DETECTION DISTANCE

max. 6m

INDOOR

 SDV 220  - 240 V AC 10 sec. - 7 min. 3 - 2000 lx 05014

360°

2.
2 

- 4
 m

 

R = max 6 mMounting height:  2.2 - 4 m 2
WARRANTY

YEARS

50/60Hz
FREQUENCYVOLTAGE

220V

240V

SENSOR
PIR

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.

PIR MOTION SENSOR FOR BUILDING-IN / SURFACE MOUNTING

Adjustable time delay

and ambient light threshold.

+

IP20
IP RATE

DETECTION DISTANCE

max. 3m

INDOOR

 SDVOM 220  - 240 V AC 10 sec. - 30 min. 3 - 2000 lx 05063

360°

2.
2 

- 4
 m

 

R = max 3 mMounting height:  2.2 - 4 m

MAX LOAD
800W

400WC
R

2
WARRANTY

YEARS

+
50/60Hz

FREQUENCYVOLTAGE
220V

240V

SENSOR
PIR

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.
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PASSIVE INFRARED SENSORS (PIR)

SENSOR
PIR

PIR MOTION SENSOR FOR SURFACE MOUNTING

Adjustable time delay

and ambient light threshold. IP65
IP RATE

DETECTION DISTANCE

max. 6m

SDOM65 220 - 240 V AC 10 sec. - 30 min. 3-2000 lx 05101

Mounting height: 

2.2 - 4 m MAX LOAD
2000W

1000WC
R2

WARRANTY
YEARS

INDOOR & OUTDOOR

120°

360°max 6m

2,
2 

- 4
,0

 m

max 6m

50/60Hz
FREQUENCYVOLTAGE

220V

240V

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.

PIR MOTION SENSOR FOR SURFACE MOUNTING

The sensor detects presence in radius up to 3m and motion in radius up to 10m.

Adjustable time delay, ambient light threshold and detection range.

Mounting height: 2.2 - 6 m

IP20
IP RATE

DETECTION DISTANCE

max.10m

SDOM2 220-240 V AC 10 sec. - 30 min. 3-2000 lx 05102

MAX LOAD
2000W

1000WC
R

2
WARRANTY

YEARS
INDOOR

2.2 - 6 m 

R = 10 mR = 10 m

presence  -  6m

motion     - 20m

SENSOR
PIR

50/60Hz
FREQUENCYVOLTAGE

220V

240V

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.

PIR MOTION SENSOR FOR SURFACE MOUNTING, SLIM

Adjustable time delay 

and ambient light threshold.

IP20
IP RATE

DETECTION DISTANCE

max. 5m

INDOOR

 SDOM 220  - 240 V AC 10 sec. - 15 min. 3 - 2000 lx 05064

360°

2.
2 

- 4
 m

 

R = max 5 mMounting height: 

2.2 - 4 m

MAX LOAD
2000W

1000WC
R

2
WARRANTY

YEARS

50/60Hz
FREQUENCYVOLTAGE

220V

240V

SENSOR
PIR

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.



SE
N

SO
RS

167

PASSIVE INFRARED SENSORS (PIR)

PIR MOTION SENSOR FOR SURFACE MOUNTING

Adjustable time delay

and ambient light threshold.

IP20
IP RATE

DETECTION DISTANCE

max 6m

INDOOR

 SDVM 220-240 V AC 10 sec. - 7 min. 3 - 2000 lx 05015

360°

2.
2 

- 4
 m

 

R = max 6 m

120°

Mounting height: 

2.2 - 4 m

MAX LOAD
1200W

300WC
R

2
WARRANTY

YEARS

SENSOR
PIR

50/60Hz
FREQUENCYVOLTAGE

220V

240V

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.

PIR MOTION SENSOR FOR SURFACE MOUNTING, WHITE

Two PIR sensors 

Adjustable time delay, ambient light threshold and detection range.

Mounting height: 1.8 - 2.5 m

50/60Hz
FREQUENCYVOLTAGE

220V

240V

IP65
IP RATE DETECTION DISTANCE

max. 9m

 SDVMD 220-240 V AC 10 sec. - 15 min. 3-2000 lx 05103

SENSOR
PIR
2×

SENSOR

PHOTO CELL

MAX LOAD
1200W

600WC
R2

WARRANTY
YEARS

1.
8-

2.
5 

m
 

3 m 9 m

Sensor

360°

180°

INDOOR & OUTDOOR

 Product No. Voltage Time delay Ambient light threshold Cat. No.

INDOOR

IP44
IP RATE

PIR MOTION SENSOR FOR SURFACE MOUNTING, WHITE/BLACK

Adjustable time delay and ambient light threshold.

DETECTION DISTANCE

max. 12m

 SDVMWH 220-240 V AC 10 sec. - 7 min. 3 - 2000 lx 05016

 SDVMBL 220-240 V AC 10 sec. - 7 min. 3 - 2000 lx 05017

1.
8 

- 2
.5

 m

R = max 12 m

R = max 12 mR = max 12 mMounting height: 1.8 - 2.5 m 

max 180°

MAX LOAD
1200W

300WC
R

2
WARRANTY

YEARS

SDVMWH

SDVMBL

ROTATION

SENSOR

240°

SENSOR
PIR

50/60Hz
FREQUENCYVOLTAGE

220V

240V

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.
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PASSIVE INFRARED SENSORS (PIR)

1.
8 

- 2
.5

 m

R = max 6 m

R = max 6 mR = max 6 mMounting height: 1.8 - 2.5 m 

max 120°

PIR MOTION SENSOR FOR LED FLOODLIGHT

Adjustable time delay and ambient light threshold. 

Rotatable sensor arm.

DETECTION DISTANCE

max. 6m

 SDLP 220-240 V AC 10 sec. - 7 min. 3 - 2000 lx 05065

INDOOR

ROTATION

SENSOR

180°
130°

IP44
IP RATE

MAX LOAD
500W

200WC
R

SENSOR
PIR

SENSOR

PHOTO CELL

2
WARRANTY

YEARS

50/60Hz
FREQUENCYVOLTAGE

220V

240V

 Product No. Voltage Time delay Ambient light threshold Cat. No.

360°

1.
8 

- 2
.5

 m
 (w

al
l)

2.
2 

- 4
 m

 (c
ei

lin
g)

R = 3m / 6m

120°

MINI PIR MOTION SENSOR WITH EXTERNAL DETECTOR

Adjustable time delay, 

ambient light threshold 

and detection range.

Mounting hole: 12 mm

Cable length: 200 mm

Dimensions: 56/37/26 mm

IP20
IP RATE

DETECTION DISTANCE

3m / 6m

INDOOR

 SDMP 220-240 V AC 5 sec. - 8 min. 10 lx / 2000 lx 05020

MAX LOAD
800W

200WC
R

2
WARRANTY

YEARS

SENSOR
PIR

50/60Hz
FREQUENCYVOLTAGE

220V

240V

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.

IP20
IP RATE

DETECTION DISTANCE

3m / 6m

INDOOR

 SDMP12 12-24 V DC 5 sec. - 8 min. 10/2000 lx 05104

2
WARRANTY

YEARS

VOLTAGE
12VDC

24V

60W

120W

MAX RATED LOAD

(12V)

(24V)

SENSOR
PIR

SENSOR

PHOTO CELL

MINI PIR MOTION SENSOR WITH EXTERNAL DETECTOR

 Product No. Voltage Time delay Ambient light threshold Cat. No.

360°

1.
8 

- 2
.5

 m
 (w

al
l)

2.
2 

- 4
 m

 (c
ei

lin
g)

R = 3m / 6m

120°

Adjustable time delay, 

ambient light threshold 

and detection range.

Mounting hole: 12 mm

Cable length: 200 mm

Dimensions: 56/37/26 mm
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PASSIVE INFRARED SENSORS (PIR)

ON/OFF

5 
cm

PROXIMITY SENSOR WITH EXTERNAL DETECTOR

50/60Hz
FREQUENCYVOLTAGE

220V

240V

IP20
IP RATE

DETECTION DISTANCE

5cm

INDOOR

 SB 220-240 V AC - - 05050

SENSOR
INFRARED
IR

MAX LOAD
500W

200WC
R 2

WARRANTY
YEARS

Switching ON/OFF by waving a hand in front of the sensor.

Mounting hole: 13 mm

Cable length: 1.5 m

Dimensions: 88/36/21 mm

 Product No. Voltage Time delay Ambient light threshold Cat. No.

MICROWAVE (RADAR) SENSORS
Microwave sensors monitor the presence in the area controlled by them and, depending on that, switch ON/OFF the 

power supply. They have signifi cantly higher sensitivity and greater range of detection than PIR sensors.

MICROWAVE SENSOR FOR SURFACE MOUNTING

Adjustable time delay,

ambient light threshold

and detection range.

 MSOM20 220-240 V AC 10 sec. - 12 min. 3 - 2000 lx 05105

360°

1.
5 

- 3
.5

 m
 

R = 1 - 9 m

SENSOR
MICROWAVE

MAX LOAD
1200W

300WC
R

50/60Hz
FREQUENCYVOLTAGE

220V

240V

IP20
IP RATE

DETECTION DISTANCE

1 - 9 m

INDOOR

2
WARRANTY

YEARSMounting height: 

1.5 - 3.5 m

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.

SENSOR
MICROWAVE IP44

IP RATE

1.
5 

- 3
.5

 m

R = 1 - 8 m

R = 1 - 8 mR = 1 - 8 mMounting height: 1.5 - 3.5 m 

max 180°

MICROWAVE SENSOR FOR BUILDING-IN

Adjustable time delay,

ambient light threshold

and detection range.

50/60Hz
FREQUENCYVOLTAGE

220V

240V

DETECTION DISTANCE

1 - 8 m

 MSOM 220-240 V AC 10 sec. - 12 min. 3 - 2000 lx 05048

MAX LOAD
1200W

300WC
R

2
WARRANTY

YEARS

INDOOR

ROTATION

SENSOR

240°

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.
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MICROWAVE (RADAR) SENSORS

SENSOR
MICROWAVE

MAX LOAD
1200W

300WC
R

MICROWAVE SENSOR FOR BUILDING-IN

50/60Hz
FREQUENCYVOLTAGE

220V

240V

IP20
IP RATE

DETECTION DISTANCE

1 - 8 m

INDOOR

 MSV 220-240 V AC 10 sec. - 12 min. 3 - 2000 lx 05049

360°

1.
5 

- 3
.5

 m
 

R = 1 - 8 mMounting height: 

1.5 - 3.5 m

Adjustable time delay, 

ambient light threshold 

and detection range.

2
WARRANTY

YEARS

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.

SENSOR
MICROWAVE

MAX LOAD
1200W

300WC
R

360°

1.
5 

- 3
.5

 m
 (w

al
l)

2 
- 8

 m
 (c

ei
lin

g)

R = 2 - 8 m

MICROWAVE SENSOR

Adjustable time delay, 

ambient light threshold 

and detection range.

50/60Hz
FREQUENCYVOLTAGE

220V

240V

IP20
IP RATE

DETECTION DISTANCE

2 - 8 m

INDOOR

 MSP 220-240 V AC 5 sec. - 10 min. 5 - 2000 lx 05061

Mounting height:
1.5 - 3.5m  (wall), 2 - 8m (ceiling)

2
WARRANTY

YEARS

SENSOR

PHOTO CELL

 Product No. Voltage Time delay Ambient light threshold Cat. No.

IP65
IP RATE

MICROWAVE MOTION SENSOR, DIMMING CONTROL OUTPUT 1-10V DC

Time delay, ambient light threshold, detection range and dimming level

can be adjusted by a DIP switch.

Suitable for industrial use.

50/60Hz
FREQUENCYVOLTAGE

220V

240V

DETECTION DISTANCE

max. 10m

Product No. Time delay Stand-by period Ambient light Stand-by Cat. No.
   at dimming level threshold dimming level

 MDS  5 sec. - 30 min. 0 sec.  -  +∞ 2-2000 lx 10%-50% 05062

Mounting height: 4 - 15 m Detection range: max. 10 m

SENSOR
MICROWAVE

DIMMABLE
1V 10V

INDOOR & OUTDOOR4 
- 1

5 
m

 

R = max 10 mR = max 10 m

360°

M
ax

: 1
0m

M
ax

: 1
0m

MAX LOAD
800W

400WC
R

SENSOR

PHOTO CELL

3
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LIGHT CONTROL SENSORS (PHOTOCELLS)

Light control sensors monitor the ambient light and, depending on the settings, switch ON/OFF or adjust the bright-

ness of the load/ LED lighting connected to them.

MINI DAYLIGHT SENSOR, DIMMING CONTROL OUTPUT 1-10V DC

IP20
IP RATE

INDOOR

 Product  No. Output current Dimming level Ambient light threshold Cat. No.

MSO10 50 mA 10-100% 50-800 lx 05060

The sensor maintains a luminance level that can be adjusted.

No external power supply required.

DIMMABLE
1V 10V

2
WARRANTY

YEARS

SENSOR

PHOTO CELL

IP65
IP RATE

INDOOR & OUTDOOR

LIGHT CONTROL SENSOR FOR SURFACE MOUNTING

50/60Hz
FREQUENCYVOLTAGE

220V

240V

 LCS15 220-240 V AC 3300 VA <5 - 50 lx 05106

2
WARRANTY

YEARS

MAX LOAD
3300W

800WC
R

 Product No. Voltage Max. load Ambient light threshold  Cat. No.

Adjustable ambient light threshold.

SENSOR

PHOTO CELL

IP44
IP RATE INDOOR & OUTDOOR

LIGHT CONTROL SENSOR FOR SURFACE MOUNTING

50/60Hz
FREQUENCYVOLTAGE

220V

240V

 SDVMF 220-240 V AC 1200 VA <5 - 15 lx 05018

SENSOR

PHOTO CELL
2

WARRANTY
YEARS

MAX LOAD
1200W

300WC
R

 Product No. Voltage Max. load Ambient light threshold  Cat. No.

INDOOR & OUTDOOR

LIGHT CONTROL SENSOR WITH EXTERNAL DETECTOR

50/60Hz
FREQUENCYVOLTAGE

220V

240V

 SDMF 220-240 V AC 1600 VA <5 - 50 lx 05019

Adjustable ambient light threshold.

IP44
IP RATE

2
WARRANTY

YEARS
MAX LOAD

1600W

400WC
R

SENSOR

PHOTO CELLMounting hole: 9 mm

Cable length: 160 mm

Dimensions: 75/38/24 mm

 Product No. Voltage Max. load Ambient light threshold  Cat. No.


